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·  T IMELESS ELEGANT DESIGN MADE OF GLASS AND ALUMINUM 

·  THE MODEL HAS AN ABSOLUTELY PLANE FRONT AND REAR SIDE MADE OF ESG GLASS 

·  SUITABLE FOR DISINFECTANTS 

·  INSTALLATION OF FOOT VARIANT IN ALUMINUM WITH INVISIBLE CABLE GUIDE 

·  THE MONITOR CAN BE TURNED 360 °  AND PIVOTED 53 ° 

·  BRILLIANT AND HIGH-CONTRAST IMAGE DUE TO OPTICAL GLASSES

·  MAXIMUM ANGLE OF VIEW THROUGH IPS INDUSTRIAL PANEL IN FULLHD

· CONNECTION TO ANY GRAPHICS SYSTEM

· 36 MONTHS WARRANTY,  L IFETIME ON FOOT MECHANICS

AN EX TRA CL ASS DESIGN MONITOR.

LOFT 
DESKTOP

monitors

PRODUCT FEATURES.

·  COLOR FOR ESG FRONT AND BACK SIDE

  BLACK OR WHITE (RAL 9005 OR 9016) 

·  S IDE BARS ALUMINUM NATURALLY GRINDED 

·  BUILT- IN FOOT AND FOOT SECTIONS IN 

  ALUMINIUM ANODIZED 

·  IPS INDUSTRIAL PANEL:  1 ,920 X 1 ,080 DPI

  (LONG-TERM AVAILABIL ITY AT LEAST 10 

  YEARS) 

·  12 VOLT (POWER SUPPLY EXTERNAL)

·  CONNECTION HDMI ON REQUEST DP OR

  DVI,  OSD BUTTON

· CABLE LENGTH 2.5 M.

STANDARD EQUIPMENT. CONNECTIONS.
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BLACK (RAL 9005) WHITE (RAL 9016)

monitors

STANDARD EQUIPMENT.

·  FRONT AND REAR GLASS ESG 
  OPTIONAL:

·  F IXED MOUNTED CABEL
  FOR HDMI PICTURE SIG-
  NAL TRANSFER AND PO-
  WER SUPPLY IN FABRIC
  HOSE IN CARBON OP-
  T ICS,  LENGTH APROX.
  2 .5  M.

·  ROLLING STRIP FRAME IN NATURAL
  GROUND ALUMINUM AND WAXED

· FOOT AND BASE ARE NATURAL
  ANODIZED ALUMINUM

SCREEN DIAGONAL.

27‘ ‘  (68,6 CM) 23‘ ‘  (58,4 CM) 21,5‘ ‘  (54,5  CM) 

VARIANT 1

WITH PL ATE AND HIGH-QUALIT Y 

CABLE IN CARBON LOOK

VARIANT 2

WITH BUILT-IN BASE AND INTEGRATED 

INVISIBLE CABLE ROUTING

·  CABLE IN TUBE IN HIGH QUALITY

  CARBON LOOK

· ROTATABLE AND TILTABLE

·  ANCHORED IN THE TABLE TOP

· INTEGRATED,  INVIS IBLE CABLE ROUTING

· ROTATABLE AND TILTABLE



3

monitors

OPTIONAL EQUIPMENT. 

·    STRIP FRAME,  FOOT AND STAND PLATE
     ARE BLACK ANODIZED BASE 

·  TWIN 2 MONITOR SOLUTION AS A SHOW-IN SOLUTION FOR CUSTOMERS (CAN BE SWITCHED ON /  OFF) 

·  OPTIONAL MULTI-TOUCH SYSTEM WITH TABLET FEELING INTEGRATED IN THE FRONT GLASS

·  NEUTRAL COLOR,  HIGHLY EFFECTIVE REFLECTION

· VIEW AND DISCRETION PROTECTION (PREVENTS VIEWS FROM THE SIDE FROM AN ANGLE OF 30°)  

·  STEREO SOUND ON REQUEST 

·  STREAMING IMAGE CONTENT FROM TABLET,  SMARTPHONE,  NOTEBOOK VIA MIRACAST 

RECEPTION AND

SERVICE

CONSULTATION

AND PRESENTATIONS 

A S  W E L L  A S  VA R I O U S  O T H E R  A R E A S  O F  A P P L I C AT I O N

CHALLENGING

INDIVIDUAL JOBS 

EVEN MORE OPTIONS.. .

·    TWIN MODEL WITH SECOND MONITOR
    ON THE BACK SIDE 
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TECHNICAL SPECIFICATIONS 
LOFT DESKTOP

DIMENSIONS LXWXH (MM)

SCREEN DIAGONAL

DISPLAY TECHNOLOGY

RECOMMENDED
RESOLUTION (PIXEL)

LIGHT DENSITY (CD / M²)

IMAGE SIZE (MM)

PICTURE FORMAT

MAX. VIEWING ANGLE H / V (°)

CONTRAST

SWITCHING TIME (MS))

COLORS
(MILLIONS)

GRAPHIC INTERFACES

POWER SUPPLY EXTERNAL

POWER CONSUMPTION IN
OPERATION (WATT)

WEIGHT APPROX. (KG)

OPERATING TEMPERATURE
MIN /MAX (° C)

WARRANTY

1920 X 1080 

IPS TECHNOLOGY WITH
LED BACKLIGHT

16:9 

597 X 334 

350 

178 / 178 

1000:1 

HDMI (ON DEMAND DVI, OR DP)

INPUT VOLTAGE 220-240 V, 50/60 HZ OUTPUT VOLTAGE 12 V

36 MONTH ELECTRONICS / MECHANICS LIFE TIME WARRANTY

16,7

10

20

8

0 / +50 

1920 X 1080 

IPS TECHNOLOGY WITH
LED BACKLIGHT

16:9 

510 X 287 

300 

178 / 178 

1000:1 

16,7

10

22

7,5

0 / +50 

1920 X 1080 

IPS TECHNOLOGY WITH
LED BACKLIGHT

16:9 

475 X 268 

300 

178 / 178 

5000:1 

16,7

8

20

7,5

0 / +60 

68,6 CM (27‘‘)
WIDE, FULL HD IPS 

650 X 400 X 35 

58,4 CM (23‘‘)
WIDE, FULL HD IPS 

550 X 350 X 35 

54,5 CM (21,5‘‘)
WIDE, FULL HD IPS 

550 X 350 X 35 
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